
ASSEMBLY INSTRUCTION

WARM WATER 
Scheme shows max. No of heating pads per control unit

WARM WATER 
Installation scheme: control unit 4 cycles with 15 mm pipeline  

■ 	 In principle several / 5 heat pads 
	 could be installed with just 
	 1 temperature sensor, - in order 
	 to avoid temperature deviations 
	 it is recommended to install 
	 1 sensor per 1 heat pad
■  	Installation acc. DIN VDE 0100

TECHNICAL ADVICE

26

Control unit 2 cycles
15 mm outlet
max. 10 heating pads

Connection heat supply Connection heat supply Connection heat supply

Change-over Ø 15 mm

Control unit 4 cycles
15 mm outlet
max. 20 heating pads

Control unit 4 cycles
22 mm outlet
max. 10 heating pads

Capability
max. 20 heating pads
consist of:
-	 thermo valve (20 - 70°)
-	 lockable flow and return flow distributor
-	 automatic de-aeration
-	 special pump with plastic housing	
	 and stainless steel rotor
-	 thermometer, manometer	

Capability
+ 15 heating pads

Heating pads

Scheme Control unit 4 cycles (15 mm) Expansion vessel
Heating system

Flow temperature 55°C

Room temerature >18°C

Return flow

Flow 


